Operation and Diagnostics of Machines and Production Systems
Operational States III

Collection of selected, peer reviewed papers from the special topic volume with invited peer reviewed papers only. The 66 papers are grouped as follows: Chapter 1: Operation of the Systems for Plastics Processing; Chapter 2: Operation of the Systems for Meta

Bearbeitet von
Tibor Krenicky

ISBN 978 3 03835 629 5

Weitere Fachgebiete > Technik > Produktionstechnik > Zuverlässigkeitstechnik

schnell und portofrei erhältlich bei

beck-shop.de
DIE FACHBUCHHANDLUNG

Die Online-Fachbuchhandlung beck-shop.de ist spezialisiert auf Fachbücher, insbesondere Recht, Steuern und Wirtschaft. Im Sortiment finden Sie alle Medien (Bücher, Zeitschriften, CDs, eBooks, etc.) aller Verlage. Ergänzt wird das Programm durch Services wie Neuerscheinungsdienst oder Zusammenstellungen von Büchern zu Sonderpreisen. Der Shop führt mehr als 8 Million Produkte.
# Table of Contents

**Preface**

**Chapter 1: Operation of the Systems for Plastics Processing**

Physical-Mechanical Properties of Hollow Glass Microspheres Filled Polypropylene Composites for Injection Moulding  
L. Běhálek, P. Lenfeld, J. Habr, J. Dobránsky, M. Seidl and J. Bobek  
Influence of Process Conditions on the Local Shrinkage and on the Pressure Evolution inside the Mold Cavity of the Injection Molded Polypropylene in Two Modifications - PP Homopolymer; 40 % Talc Filled PP  
R. Záboj  
Observation of Impact of Progressive Cooling System on Temperature Field Distributions on Surfaces of Injection Moulded Plastic Parts  
M. Seidl, J. Bobek, P. Lenfeld, J. Habr, L. Běhálek and I. Nováková  
Compacting Technologies of Polyethyleneterephthalate Bottle  
M. Müller, J. Ružbarský, P. Valášek and P. Hrabě  
Gate Location and its Impact to Flowing Characteristics of Plastic Moldings  
J. Dobránsky, L. Běhálek and P. Baron  
Two Component Parts Hardness Optimization Regarding Production Systems  
J. Habr, J. Bobek, P. Lenfeld, L. Běhálek and M. Seidl  
New Silane and MAPP Coupling Agents as Natural Composites Production Systems Improvement  
J. Bobek, P. Lenfeld, J. Habr, M. Seidl and L. Behalek  

**Chapter 2: Operation of the Systems for Metal Machining**

Application of Taguchi Method for Cutting Force Optimization in Metal Machining  
J. Hricova  
Cooling Thin Parts of Pressure Casting Moulds by Means of Liquid CO₂  
Study of Welding Parameters Effect on the Weld Quality for Structural Steel S235 J0  
M. Mičko, J. Dupláč, J. Zajac, M. Hatala, B. Kaczmarska, F. Botko and M.J.A. Alowa  
Study on Edgetrimming of Holes in the Thick Steel Plates by Metal Plastic Forming Technology  
W. Matysiak, D. Bartkowski, M. Hatala, J. Zajac, S. Radchenko and R. Čep  
Proposal of the Knowledge Application Environment of Calculating Operational Parameters for Conventional Machining Technology  
P. Baron, J. Dobránsky, M. Pollák, T. Cmorej and M. Kočiško  
Progressive Trends of Die Casting - Vacuum Treatment of Casting Mold  
J. Paško and Š. Gašpár  
Diagnostics of Aluminum Alloys Melting Temperature in High Pressure Casting  
J. Dubják, J. Piteľ and M. Tóthová  
Machinability Research by New Abrasion-Resistant Cast Irons Cutting  
A. Panda, M. Hatala, K. Dyadyura, J. Dupláč and A. Yunak  
Creation of Mathematical Prescription of Residual Stress Depending on Various Cutting Conditions  
Z. Hutyrrová, W. Makiela, P. Michalik, D. Mitaľ, S. Radchenko, J. Dupláč and A. Czán  
Homogeneity of Aluminum Castings and Dependency on Increasing Pressure  
S. Gaspar and J. Paško  
Diagnostics of Material Properties of Steel Sheets from the Tensile Test Record  
J. Kmec and E. Fechová
### Chapter 3: Operation of the Systems for Water Jet Technology

<table>
<thead>
<tr>
<th>Title</th>
<th>Authors</th>
<th>Page</th>
</tr>
</thead>
<tbody>
<tr>
<td>Vibration and Experimental Comparison of Machining Process</td>
<td>A. Panda, M. Prislupčák, J. Jurko, I. Pandová and P. Orendač</td>
<td>179</td>
</tr>
<tr>
<td>Factors Influencing Hydroerosion Surface Topography</td>
<td>J. Kmec, S. Pavlenko and L. Bicejova</td>
<td>187</td>
</tr>
<tr>
<td>Comparison and Analysis of the Flow Rate</td>
<td>M. Prislupčák and A. Panda</td>
<td>197</td>
</tr>
<tr>
<td>Measuring, Processing and Evaluating of Technology Head Water Jet Vibration Signal</td>
<td>L. Bicejova, S. Pavlenko and J. Masenik</td>
<td>205</td>
</tr>
<tr>
<td>Analysis of the Effects in Relation to Vibration of Technological Head during the Splitting of Construction Steels through Hydro-Abrasive Splitting</td>
<td>S. Salokyová and T. Krenický</td>
<td>212</td>
</tr>
<tr>
<td>Experimental Investigation and Determination of Abrasive Granularity Change Impact to Technology Head Vibration Generating during AWJ Technology Steel Cutting</td>
<td>L. Bicejova and S. Pavlenko</td>
<td>220</td>
</tr>
<tr>
<td>Evaluation of Vibration Parameters under Machining</td>
<td>A. Panda, M. Prislupčák, J. Jurko, T. Krenický and M. Jančík</td>
<td>228</td>
</tr>
<tr>
<td>Determination of Optimal Combination of Technological Parameters during AWJ Technology Material Cutting by Means of Created Database Programme</td>
<td>L. Bicejova and S. Pavlenko</td>
<td>235</td>
</tr>
<tr>
<td>Measurement and Analysis of Mass Flow and Feed Speed Impact on Technological Head Vibrations during Cutting Abrasion Resistant Steels with Abrasive Water Jet Technology</td>
<td>Š. Salokyová</td>
<td>243</td>
</tr>
</tbody>
</table>

### Chapter 4: Tools and Equipments in Production Systems for Material Machining

<table>
<thead>
<tr>
<th>Title</th>
<th>Authors</th>
<th>Page</th>
</tr>
</thead>
<tbody>
<tr>
<td>Elimination of Pressure Cylinder Deflection on Two Cylinder Bending Machine</td>
<td>E. Vitíkáč Batešková and A. Panda</td>
<td>253</td>
</tr>
<tr>
<td>Formation and Spreading of Cracks at Die due to Heat Fatigue</td>
<td>J. Ružbarský</td>
<td>262</td>
</tr>
<tr>
<td>Bearing Rings Turning and the Impact of this Process for Resulting Durability of Selected Cutting Materials Durability</td>
<td>A. Panda, J. Dulplák, M. Kormoš and S. Jurko</td>
<td>278</td>
</tr>
<tr>
<td>Comprehensive Durability Identification of Ceramic Cutting Materials in Machining Process of Steel 80MoCrV4016</td>
<td>A. Panda, J. Dulplák, M. Kormoš and J. Ružbarský</td>
<td>286</td>
</tr>
<tr>
<td>Impact of Cutting Speed on the Resultant Durability of Cutting Tool in Machining Process of Steel C45</td>
<td>J. Dulplák, J. Zajac, Z. Hutyrová, M. Kormoš, A. Czán and B. Kaczmarska</td>
<td>294</td>
</tr>
<tr>
<td>Study of Tool Electrode Wear in EDM Process</td>
<td>L. Straka and S. Hašová</td>
<td>302</td>
</tr>
<tr>
<td>Evaluation of T-Vc Dependence for the most Commonly Used Cutting Tools</td>
<td>J. Dulplák, A. Panda, M. Kormoš, I. Pandová and S. Jurko</td>
<td>311</td>
</tr>
</tbody>
</table>
Chapter 5: Diagnostics and Measurement Operational States of Machines

A Special Analysis of Significant Phenomena in Diagnostic Signal at Compressors Measurement
T. Stejskal, S. Valencik, J. Kmec, D. Kucerka and L. Bicejova

Diagnostic Analysis of Cutting Tools using a Temperature Sensor
R. Krehel', D. Krchová and M. Kočiško

Action on Crane Runway Caused by Horizontal Forces due to Crane Skewing
L. Hrabovský

Application and Verification Properties of the Thermal Process Model
R. Krehel', S. Pavlenko and J. Maščeník

Method for Measurement of Residual Stresses using Eddy Currents
D. Mitaľ, P. Michalik, J. Duplák, S. Radchenko, J. Živčák, B. Kaczmarska and M.J.A. Alowa

Applying of Automatic Laser Particle Counter as Technique to Morphology Assessment and Distribution of Wear Particles during Lifetime of Transmission Oils
M. Kučera, Z. Aleš, J. Pavlů and M. Hnilicová

Verification and Comparison of Two Tribodiagnostic Methods for Analyzing of the Worn out Oils in Service
J. Mihalčová

Dynamic Model of the Test Station for Gear Drives Dynamic Tests
A. Šmeringaiová and P. Šmeringai

Quality Assessment of Machined Surfaces by an Optical Profilometer
J. Gerková and Ľ. Straka

Analysis of Hydraulic Oil in Handling Lines Baljer & Zembrod Using the Methods of Tribotechnical Diagnostics
M. Hnilicová, M. Kučera and J. Pavlů

Diagnostics of Surface Errors by Embedded Vision System and its Classification by Machine Learning Algorithms
K. Žídek, A. Hošovský and J. Dubják

Analysis of Oil Charge – Instrument of the Production Line Wear Regime Prediction
J. Turis and M. Kučera

Comparison of Dilatometry Results Obtained by Two Different Devices when Generating CCT and In Situ Diagrams
J. Moravec, M. Dikovits, I. Novakova and O. Caliskanoglu

Differential Scanning Calorimetry as a Tool for Quality Testing of Plastics
L. Běhálek

Chapter 6: Engineering of Production Systems

Innovation Map in the Process of Enterprise Evaluation
B. Kaczmarska and W. Gierulski
Manufacturing Systems Building and Developing
S. Valencík, T. Stejskal, J. Kmec, L. Bicejova and M. Gombar 514

Proposal of Preventive Maintenance Plan of Experimental Equipment
L. Straka, J. Gerková and S. Hašová 523

Optimization of the Production and Logistics Processes Based on Computer Simulation Tools
J. Dobránsky, P. Baron, E. Vojnová and D. Manduľák 532

Material Flow Planning for Bearing Production in Digital Factory
J. Husár and D. Dušáková 541

Analysis of the Model Application of Mechanical Equipment for Hydrothermal Treatment at Biogas Plant
P. Junga, P. Trávníček and J. Ružbarský 551

Possibilities of Application of Computational Intelligence in Monitoring of Heat Production and Supply
I. Čorný 560

Methodical Framework of Flexibility Production Evaluation in Terms of Manufacturing Plant
M. Balog and J. Husár 568